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INSPECTION REPORT

Partial: XXX Complete:- Exploration:-
Inspection Date & Time: 6120196 I lL:00a.m.-2:0fip.m.

Date of Last Inspection: 518.23196

Mine Name: Bear Canyon Mine County: Emery Permit Number: !{Tl015lA25
Permittee and/or Operator's Name: Co-Op Mining Company
Business Address: P.O. Box 1245. Huntington. Utah 84528
Type of Mining Activity: Underground-XXX Surface_ Prep. Plant_ Other-
Company Official(s): Charles Revnolds
State Officials(s): Peter Hess Federal Official(s):
Weather Conditions: Rain. Thunder. Lightning. 80's. High Winds
Existing Acreage: Permitted- 1531 Disturbed- 24 Regraded-- Seeded-- Bonded--24-
Increased/Decreased: Permitted-_ Disturbed-_ Regraded-_ Seeded-_ Bonded--
Status: -Exploration/ XX Active/ Inactive/_Temporary Cessation/-Bond Forfeiture

Reclamation (-Phase I/_Phase II/_Final Bond Release/-Liability----;re49

REVIEW OF PERMIT. PERFORMANCE STANDARDS & PERMIT CONDITION RFOTJIREMENTS
Instuctions
l. Substantiate tlrc elements on this inspection by checking ole appropriate performanc€ standard.

a. For g@Dlggjllpggq@ provide nalrative justification for any elements not fully inspeclpd unless eletnent is not
appropriate to the site, in which cas€ check N/A.

b. For p!fu!_!pgpq@ chcck only the elements evaluated.
2. Document any noncotnpliance situation by referrncing the NOV issued at fte appropdate perfomanc€ standard listed b€low.
3. RcfeFnc€ any naratives written in conjunction with lhis inspection at the appropriaE perfonunce standard listed below.
4. Provide a brief status repon for all pending enforcement actions, permit condilions, Division OrdeN, and amendneNrts.

EVALUATED N/A COMMENTS IOr//ElF
1. PERMITS, CHANGE, TRANSFER, RENEWAL, SALE LI LI LI LI
2. SIGNS AND MARKERS IXXI LI LI LI
3. TOPSOTL IxXt Ll IXX] [l
4. HYDROTOGIC BALANCE:
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19.
20.
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DIVERSIONS
SEDIMENT PONDS AND IMPOUNDMENTS
OTHER SEDIMENT CONTROL MEASURES
WATER MONITORING
EFFLUENT LIMITATIONS

EXPLOSIVES
DISPOSAL OF EXCESS SPOIL/FILLS/BENCHES
COAL MINE WASTE/REFUSE PILES/IMPOUNDMENTS
NONCOAL WASTE
PROTECTION OF FISH, WILDLIFE AND
RELATED ENVIRONMENTAL VALUES
SLIDES AND OTHER DAMAGE
CONTEMPORANEOUS RECLAMATION
BACKFILLING AND GRADING
REVEGETATION
SUBSIDENCE CONTROL
CESSATION OF OPERATIONS
ROADS:

CONSTRUCTIONiMAINTENANCE/SURFACING IXXI
DRAINAGE CONTROLS T-]

OTHER TRANSPORTATION FACILITIES LI
SUPPORT FACILITIES/UTILITY INSTALLATIONS LI
AVS CHECK (4th Quarter-April, Muy, June)_(date) LI
AIR QUALITY PERMIT IXXI
BONDING & TNSURANCE Ll

IXXI LI LI LI
rxxt Ll rxxt Ll
rxxt tl xxt Ll
LI LI LI LI
LI LI L.I LI
IXXI LI LI LI
Lt xxt Ll LI
LI LI LI LI
IXXI LI LI LI

LI II LI LI
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LI LI LI LI
LI xxl Lt LI
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3.

INSPECTION REPORT
(Continuation sheet) Page 2 of 2

PERMIT NUMBER: ACT/0L51025 DATE OF INSPECTION: 6120196

(Comments are Numbered to Correspond with Topics Listed Above)

TOPSOIL

The topsoil piles, which are associated with the Tank seam road construction, are
developing more vegetation than has been seen in the past. Mr. Reynolds indicated
he will install excelsior matting on the higher elevation pile and reseed it this fall.
This pile is showing dispersed growth of some fairly well developed grasses.

HYDROLOGIC BALANCE: SEDIMENT PONDS AND IMPOUNDMENTS

The permittee is in the process of cleaning sediment pond "Au. Sediment pond "C"
still needs to be recertified by Mr. Kim Mangum, P.E.

20.

OTHER SEDIMENT CONTROL MEASURES

Several silt fences at the site need to be cleaned out. The silt fence located in ditch
D-ZU immediately north of the Hiawatha intake portal has a hole in the filtering
material three inches above the high water mark filtration level. This fabric should be
replaced. The silt fence located at the bottom of ditch D-15U (at inlet of culvert C-
15U) showed evidence of bypassing. Mr. Reynolds immediately repaired this fence.

AIR QUALITY PERMIT

During the inspection, it was noted that the roads at the site were in need of watering.
Also, it was necessary for Mr. Reynolds to instruct the coal storage area personnel to
turn on the water sprays for the piles. High velocity canyon winds were prevalent.

NOte: This inspection report does not constitute an affidavit of compliance with the regularory program of the Division of Oil, Gas, and Mining.

Copy of this Report:

Mailed to:
Given to:

ia Petta
Filed to: Price Field Office

Date: June 26. 1996
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